
COMPACTO® BASIC W
Compact Seat with Mechanical Suspension 

The product shown may differ 
from standard configuration.



 

Despite having a mechanical suspension, the Compacto 
Basic W also boasts plenty of comfort and convenience. 
The seat can be set to three different heights using an 
easy-to-turn knob. It is adjusted to the user’s weight by 
moving a lever in front until the marking in a plainly visible 
readout lines up with the selected seat height. This ensures 
that enough suspension travel will always be available.

All dimensions in mm.
Subject to technical changes.

Compact Seat

GRAMMER AG Commercial Vehicles · P.O. Box 14 54 · 92204 Amberg · Germany grammer.com

Measurements (Installation dimensions)

COMPACTO® BASIC W
Technical data

 STANDARD FEATURES  OPTIONAL FEATURES

227 mm

140 mm
120 mm
95 mm

480mm

533mm

481 mm

13

2

Mechanical
suspension

Manual
weight adjustent

Mechanical
lumbar support

ARTICLE NO. 
Fabric 1288537
Imitation leather 1047331
STANDARD FEATURES  
Mechanical suspension •
Suspension stroke, 80 mm •

1 Weight adjustment, 50 - 130 kg •
2 Height adjustment, 60 mm, 3-step, mechanical •
3 Fore/aft adjustment •
4 Lumbar support, mechanical •

5 Adjustable backrest angle •
Seat cushion width 480 mm

OPTIONAL FEATURES
Armrests, 65 mm x 270 mm
Restraint system
Backrest extension, insertable
Seat heating
Operator presence switch (OPS)
Fore/aft isolator

Features    COMPACTO® BASIC W       COMPACTO® BASIC W
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  Fore/aft adjustment
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