
MAXIMO® PROFESSIONAL
Comfort Seat with Low-Frequency Suspension

The product shown may differ 
from standard configuration.



MAXIMO® PROFESSIONAL

ARTICLE NO. 
Fabric 1288547
STANDARD FEATURES
APS (Automatic positioning system) •

1 Armrest left, adjustable angle, •
60 x 380 mm

2 Shock absorber, adjustable •
3 Swivel, adjustment range 20° •

Pneumatic suspension with 12 V compressor •
Low-frequency suspension •
Suspension stroke, 100 mm •

4 Weight adjustment, automatic, 50–130 kg •
5 Height adjustment, 80 mm, infinite (air-assisted) •

  

The Maximo Professional is a versatile driver seat for pro-
fessional applications which combines comfort and eco-
nomics. The proven low-frequency suspension absorbs 
vertical vibrations and jolts, thus preventing the seat from 
bouncing in critical situations as a result of resonance 
build-up. With the automatic positioning system (APS), 
the adjustable swivel or the standard backrest extension,
it offers a comprehensive comfort package.

All dimensions in mm. 
Subject to technical changes.

Comfort Seat
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MAXIMO® PROFESSIONAL

6 Fore/aft adjustment, 210 mm •
7 Fore/aft isolator, lockable •
8 Lumbar support, mechanical •
9 Adjustable backrest angle •
10 Integrated backrest extension •
11 Adjustable seat cushion depth and angle •

Seat cushion width 530 mm
OPTIONAL FEATURES
Document box
Restraint system
Lateral suspension
Seat heating
Operator presence switch (OPS)

Measurements (installation dimensions)

MAXIMO® PROFESSIONAL
Technical Data

Features

 STANDARD FEATURES  OPTIONAL FEATURES
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  Fore/aft adjustment
120    90

Fore/aft isolator
17,5    27,5

265 mm
280 mm

307 mm

16 186 mm
325 mm
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